CART CORRAL NOTE:

EXISTING CARTS TO REMAIN OUTSIDE.

[I BALER

50'-0" CONVEYOR

FOOTAGE MATRIX

L&Q

TOTAL SQFT 28,331
SALES SQFT 19,524
STOCK SQFT 5,926
FURNITURE SQFT 3,459
SEASONAL SQFT 943
THE LOT SQFT 419
GONDOLA 39

AIR CONDITIONER

———— |

RAMP :
DOWN .

STOCKROOM
5,926 SQ.FT.
| N
{ o
] O
=~ o
L §<:U O
\\ u UpP -
L ~a
| e e e S I O T
&
=TT 7
5 B B 5 5 5 5 B 5 B | X3 |
| | L
- | |
& | SEASONAL PAD | -
L | 543 SqFt |
| | L
. | |
| ? | .
- il | |
i L I
| 56" N
- &
3 8 8 3 3 8 8 8 8 ]
] 56" N
) 286" 126" ° 46 4 46 463" 4-10" 4-10" 4-10" 4210 9-3% - .
“ 66" ]
] FURNITURE DEPARTMENT
3,459 SqFt ||
- E z z E E z z z z
_— 56"
] 66"
(o] q q —
T 56" .
j 3 i)
] [T 1]
] Stanchion gi
) O =
fe 1 X . I 84" 84" 84" 84"
|| . . S l 93g vS = [ m ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
J J re o
— 9 =ing, 4-10d | [[ ] 4103 ‘E] —
| f O ]
— _ ] ML e-6" 46" /EL
< E | | oE A
- -————————— — — — — — || | = N
| THE LOT | 2 Eo
L | 419 SqFt | -
| le;r | 3 PEPSI COKE REDBULL .
4y 34'—10%" :‘1‘ L v R sl _E ;ﬂ)
] 7 7
| |
L S e Eg l=1?
. 5 3
= < ~ ~
© [ " "
[ L[] e o [ | | [ - [ | [ | |

FIXTURE PLAN

REVISION

DATE

BIG LOTS STORE #122
1760 S MAIN STREET

BELLEFONTAINE, OH 43311

SQUARE FOOTAGE

SqFt

19,524

28,331

Area

SALES FLOOR

TOTAL BUILDING
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LEGEND

v 7] NEW WALL

| |  EXISTING WALL

# DETAIL/NOTE
E-2 SHEET NUMBER

ELECTRICAL LEGEND

@ COMMON GROUND CONVENIENCE DUPLEX RECEPTACLE TO BE
NEMA 5-20R (HUBBLE MODEL #HBL5352)

4~ COMMON GROUND CONVENIENCE DOUBLE DUPLEX RECEPTACLE TO BE
NEMA(2)-{5-20R (HUBBLE MODEL #HBL5352)}

d) DEDICATED GROUND TWIST LOCK DUPLEX RECEPTACLE
TO BE NEMA L5-15R HUBBELL 1G4700A

ELECTRICAL CODED NOTES

ELECTRICAL CONTRACTOR TO REUSE
OR PROVIDE NEW DEDICATED GENERAL
PURPOSE CIRCUIT.

ELECTRICAL CONTRACTOR TO REUSE
OR PROVIDE NEW DEDICATED GROUND
CIRCUIT.

GENERAL NOTES

ELECTRICAL CONTRACTOR TO COORDINATE FINAL LOCATION OF
DAIRY / BEVERAGE COOLERS WITH BIG LOTS REPRESENTATIVE.

ELECTRICAL CONTRACTOR TO COORDINATE FINAL LOCATION OF
CORD REELS WITH BIG LOTS REPRESENTATIVE.
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BASIC WIRING REQUIREMENTS

PLEASE REVIEW SPECIFICATIONS BELOW AND REFER TO SHEET E-1 FOR
DESIGNATED LOCATIONS.

NO ADDITIONS OR CHANGES TO THIS SCOPE OF WORK CAN BE MADE WITHOUT

PRE-APPROVAL BY AUTHORIZED BIG LOTS REPRESENTATIVE.

ALL WORK IS TO BE DONE IN A WORKMAN-LIKE MANNER, AND THE CONTRACTOR

IS RESPONSIBLE FOR ALL PERMITS, INSPECTIONS, AND COMPLIANCE TO ALL
NATIONAL AND LOCAL CODES AND REQUIREMENTS. EXISTING CIRCUITS AND

RECEPTACLES ARE TO BE UTILIZED IN ALL CASES IF COST EFFECTIVE. PLEASE
BREAK YOUR BID DOWN BY LINE ITEM WITH SPECIFICATIONS ON LABOR COSTS

AND MATERIAL.

ELECTRICIAN IS ALSO TO RETURN TO THE STORE 3-7 DAYS PRIOR TO DRY RUN

OPENING TO VERIFY STORE LIGHTING IS FULLY FUNCTIONAL AND MAKE
WHATEVER REPAIRS THAT MAY BE NEEDED.

ANY QUESTIONS PLEASE CALL: 614-278-6719 or 614-278-6946.
THANK YOU FOR YOUR ATTENTION IN THIS MATTER.

2) CHECKOUT COOLERS :

CONTRACTOR TO PROVIDE ONE (1) DEDICATED 120v/20amp CIRCUIT. CIRCUIT TO

SUPPLY TWO (2) NEMA 5-20R GENERAL DUTY DUPLEX RECEPTACLE (HUBBELL HBL

5352, OR EQUIVALENT). ELECTRICAL CONTRACTOR TO INSTALL POWER POLE.

ELECTRICAL CONTRACTOR SHALL SECURE POWER POLE TO FLOOR WITH FLOOR
BASE. ELECTRICAL CONTRACTOR TO SECURE TOP OF POWER POLE WITH STRUT TO
BAR JOIST ABOVE. ELECTRICAL CONTRACTOR TO MOUNT RECEPTACLES 8" A.F.F..

RECEPTACLES TO BE MOUNTED ON BOTH SIDES OF POWER POLE. ELECTRICAL
CONTRACTOR TO SEE SHEET E-1 FOR LOCATION OF POWER POLE.

TABLE OF CONTENTS

1.
2.

CASHWRAP CABINETS/FURNITURE CABINETS
CHECKOUT COOLERS

1) CASHWRAP CABINETS / FURNITURE CABINETS

ELECTRICAL CONTRACTOR TO PROVIDE ONE (1) 120V/20AMP DEDICATED GROUND
CIRCUIT FOR DG OUTLETS PER SECTION. ELECTRICAL CONTRACTOR TO PROVIDE

ONE (1) DEDICATED 120V/20AMP CIRCUIT FOR CONVENIENCE OUTLETS PER SECTION.

EACH STORE WILL BE PROVIDED WITH ONE SECTION OR TWO SECTIONS OF
CASHWRAP CABINETS. IF ONLY ONE (1) SECTION OF CHECKOUT CABINETS IS

PROVIDED, ELECTRICAL CONTRACTOR MUST PROVIDE TWO (2) DEDICATED GROUND

CIRCUITS. ELECTRICAL CONTRACTOR TO PROVIDE TWO (2) DEDICATED GENERAL

120V/20AMP CONVENIENCE CIRCUITS. ELECTRICAL CONTRACTOR TO SEE SHEET E-1

FOR QUANTITY OF SECTIONS OF CASHWRAP CABINETS AND LOCATION OF POWER
POLES. ELECTRICAL CONTRACTOR TO SEE SHEET E-1 FOR ELECTRICAL CIRCUIT
DESIGNATION.

CASHWRAP CABINETS

IN THE EVENT THAT THE CABINETS DO NOT CONTAIN ELECTRICAL BOXES, CONDUIT,

EACH SECTION OF CABINETS TO BE SUPPLIED WITH ELECTRICAL CONDUCTORS

VIA 2.25" X 2.25" TWIN CHANNEL TELE-POWER POLE FROM OVERHEAD TO THE
CABINET. LENGTH OF TELE-POWER POLE TO BE DETERMINED BY THE
CEILING/DECK HEIGHT. TELE-POWER POLE, BLACK IN COLOR.

EACH CABINET IS TYPICALLY CONSTRUCTED WITH ELECTRICAL BOXES AND
DEVICES SUPPLIED. WIRE CONDUCTORS AND CONDUIT ARE SUPPLIED BY
ELECTRICAL CONTRACTOR. ALL WIRE CONDUCTORS AND CONDUIT ARE TO BE
RUN HORIZONTALLY THROUGH THE CABINET AS TO NOT INTERFERE WITH
ADJUSTABLE SHELF PLACEMENT. ELECTRICAL CONTRACTOR WILL BE
RESPONSIBLE FOR ALL CHASES THROUGH CASHWRAP CABINETS.

AND DEVICES, THE CONTRACTOR IS TO SUPPLY AND INSTALL THE FOLLOWING
COMPONENTS PER THE DIAGRAM BELOW.

EACH CASHWRAP CABINET REQUIRES:

ONE (1) 4"x 4" JUNCTION BOX

THREE (3) 2"x 4" ELECTRICAL BOXES

ONE (1) NEMA L5-15R ORANGE TWISTLOCK RECEPTACLE
(HUBBELL I1G4700A 2 POLE 3 WIRE GROUNDING 15A/125VAC)

TWO (2) NEMA 5-20R GENERAL DUTY DUPLEX RECEPTACLES
(HUBBELL HBL 5352 20A/125VAC)

ALL BOXES AND DEVICES TO HAVE APPROPRIATE COVER PLATES.

3) CORD REELS:

CONTRACTOR TO PROVIDE ONE (1) 120v/20amp CIRCUIT. CIRCUIT TO SUPPLY ONE
(1) NEMA 5-20R GENERAL DUTY DUPLEX RECEPTACLE, FLUSH MOUNTED IN CEILING
AT EACH DESIGNATED CORD REEL LOCATION. CONTRACTOR TO INSTALL A CORD

REEL AT EACH LOCATION PER THE DIAGRAM BELOW.

CORD REEL DETAILS AND SPECIFICATIONS:
ALEMITE CORD REEL MODEL 7260 OR EQUIVALENT TO BE:
- COMMERCIAL GRADE

- 20 AMP

- UL RATED

-45'CORD

- GFCI RECEPTACLE

ALL SUPPORT
WIRES FROM
T-GRID BOX
HANGERS TO BE

SECURED TO A
STRUCTURAL

MEMBER.
/ T-GRID BOX HANGER .

” (CADDY MODEL #512HD)

AT A MINIMUM OF 4" IN

LENGTH, (16)WASHERS,

(16)LOCK WASHERS & (16)NUTS

TO SECURE CORD REEL TO
T-GRID HANGERS

T-GRID BOX HANGER
(CADDY MODEL #512HD)

2x4 ELECTRICAL BOX (HUBBELL
MODEL#410, STOCK#6XC73 OR
EQUIVALENT) W/ SINGLE 20amp
DUPLEX RECEPTACLE (IVORY,
GENERAL DUTY, NEMA
5-20R(HUBBELL STOCK#5362 OR
EQUIVALENT)

CORD REEL

CORD REEL
MOUNTING
PLATE

(4)BOLTS 5/16", 18 THREADS
PER INCH(STD. ALL THREAD)

4) BEVERAGE COOLERS / DAIRY COOLER:

CONTRACTOR TO PROVIDE -

- (1) 120 VOLT 20 AMP DEDICATED CIRCUIT TO SUPPLY 2 GENERAL PURPOSE
OUTLET PER EACH SIDE OF GONDOLA.

CONTRACTOR TO INSTALL -

- (1) IVORY COLOR POWER POLE.

(BOTH SIDES OF GONDOLA)

@
SPECIAL PURPOSE DUPLEX N1E5XA1\2L55V15R
RECEPTACLES UL/CSA
BACK AND SIDE WIRED 0.5 HP
DESCRIPTION CATALOG NUMBER
DEDICATED GROUND, FLUSH, ORANGE RTP FACE 1G4700A

FRONT END CHECKOUT WIRING
SCALE: NTS

DG ~DEDICATED GROUND.

1 SECTION - 3 CHECKOUT CONFIGURATION

1 SECTION - 4 CHECKOUT CONFIGURATION

o Ll

e

NOTE:
VARY AND IS PROVIDED FOR

SEE FLOOR PLAN AND FIELD

ACTUAL GONDOLA LENGTH MAY BEVERAGE COOLER
REPRESENTATIONAL PURPOSES. ELECTRICAL DETAILS

VERIFY FOR ACTUAL LENGTH.

ELECTRICAL CONTRACTOR——u 7]
TO SECURE TOP OF POWER I~

POLE WITH UNISTRUT TO
BOTTOM OF BAR JOIST

CONTRACTOR TO PROVIDE (1) 120
VOLT 20 AMP DEDICATED CIRCUIT

IVORY POWER POLE FROM
CEILING OR ROOF STRUCTURE\\

ELECTRICAL CONTRACTOR
TO INSTALL POWER POLE
BASE PLATE TO TOP PLATE
OF GONDOLA TO SECURE
POWER POLE.

TOP RAIL OF
GONDOLA

RECEPTACLES QTY2
N

STEEL UPRITE

ELECTRICAL CONTRACTOR
TO PROVIDE 1/2" KNOCKOUT
FOR 1/2" EMT CONNECTOR.
(TYP FOR BOTH SIDES)

112" EMT
CONNECTOR\

1/2" EMT:
CONDUIT

MOUNT 4" SQUARE
JUNCTION BOX TO
TOP RAIL 2" FROM

SIDE RAIL. .
DOUBLE DUPLEX
RECEPTACLES TO BE NEMA
5-20R (HUBBLE MODEL
#HBL5352)

ELECTRICAL CONTRACTOR TO ==
VIEW 1 INSTALL 2 GANG RS COVER 225"

OVERVIEW

STEEL UPRITE\

SibEOF GONDOLA—_ | VIEW 2

DETAIL

\I\.

TYPICAL OF J
BOTH SIDES
OF GONDOLA

2 SECTION - 6 CHECKOUT CONFIGURATION
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